Net wor k Wor ki ng Group S. Hares

Request for Comments: 4276 Next Hop
Cat egory: | nformational A. Retana
Cisco

January 2006

BGP-4 | npl enent ati on Report
Status of This Meno

This neno provides information for the Internet community. It does
not specify an Internet standard of any kind. Distribution of this
meno is unlimted.

Copyright Notice
Copyright (C The Internet Society (2006).
Abstract

This docunent reports the results of the BGP-4 inplenentation survey.
The survey had 259 questions about inplenentations’ support of BGP-4
as specified in RFC 4271. After a brief sunmary of the results, each
response is listed. This document contains responses fromthe four

i npl ementers that conpleted the survey (Al catel, Ci sco, Laurel, and
Next Hop) and brief information fromthree that did not (Avici, Data
Connection Ltd., and Nokia).

The editors did not use exterior nmeans to verify the accuracy of the
i nformati on subnitted by the respondents. The respondents are
experts with the products they reported on.
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1. Introduction

Thi s docunent reports results froma survey of inplenmentations of
BGP-4 as specified in [RFC4271]. RFC 4271 is in alignment with
current depl oynents of BGP-4 and obsol etes the BGP standard
[RFC1771]. BGP is a widely deployed cornerstone of Internet
technol ogy that continues to add additional functionality as the
needs of the Internet evolve. As deployed in the Internet, BGP-4
enconpasses both this base specification and additiona

speci fications such as TCP MD5 [ RFC2385], BGP Route Reflectors
[ RFC2796], BGP Confederations [ RFC3065], and BGP Route Refresh
[ RFC2918] .

The BGP-4 inplenentation survey had 259 detail ed questions about
conpliance with [RFC4271]. Four inplenenters (Al catel, G sco
Laurel, and NextHop) conpleted the survey. Section 3 provides a
conpi l ation of those results.

Section 2.1 highlights significant differences and Section 2.2
provi des an overview of the differences between the four

i mpl ement ations. Section 2.3 provides interoperability information

Due to the I arge nunmber of BGP inplenentations and the small nunber
of respondents, the editors took an informal survey to determine if
the I ength of the original survey caused inplenmenters not to subnit

it. Three inplenmenters responded, and all indicated the I ength of
the survey was the issue. Section 4 gives the results of this
i nformal survey.
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In this docunent, the editors have conpiled the results of the
i mpl enentation survey results and the informal survey.

1.1. Conventions Used in This Docunent

The key words "MJST", "MJST NOT", "REQU RED', "SHALL", "SHALL NOT",
"SHOULD', "SHOULD NOT", "RECOMMENDED', "MAY", and "OPTIONAL" in this
document are to be interpreted as described in [ RFC2119].

2. Results of Survey

The respondents replied "Y' (yes) or "N' (no) to the survey's 259
qgquestions to indicate whether their inplenmentation supports the
Functionality/Description of the [ RFC2119] |anguage in [ RFC4271].
The respondents replied "O' (other) to indicate that the support is
neither "Y' nor "N' (for exanple, an alternate behavior).

2.1. Significant D fferences

Each question received affirmati ve responses fromat |east two
i npl enenters (i.e., two "Y" responses, or one "Y' and one "O'),
except the follow ng questions:

a) MJST - Linked Questions 212/213, regarding Section 9.1.4

Due to the format of the linked questions, three vendors (C sco,
Laurel, and NextHop) replied "N' to Question 213. (See Section
2.2 for details.)

b) SHALL NOT - Question 228, regarding Section 9.2.2.2
Three vendors (Al catel, G sco, and Laurel) answered "N' to SHALL
NOT (neaning they did). One vendor (NextHop) indicated "O

mat chi ng the specification

Text: Routes that have different MILTI_EXIT DI SC attribute SHALL
NOT be aggregated. (Section 9.2.2.2, [RFC4271])

c) SHOULD - Questions 257 and 258, regardi ng Appendi x F
Three vendors answered "N' and one vendor answered "Y' to Question
257. Al four vendors answered "N' to Question 258. (Please note

that support of Appendix F, "Inplenentation Reconmendations", is
optional.)

Hares & Retana I nf or mat i onal [ Page 4]
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Text: A BCGP speaker which needs to withdraw a destination and
send an update about a nore specific or |less specific route
SHOULD conbi ne theminto the same UPDATE nessage
(Appendi x F. 2, [RFC4271])

Text: The last instance (rightnost occurrence) of that AS nunber
is kept. (Appendix F.6, [RFC4271])

d) MAY - Questions 180 and 254, regarding Sections 8.1.2.4 and 10
Three vendors answered "N', and 1 replied "Y' to Question 180.

Text: The Event nunbers (1-28) utilized in this state machine
description aid in specifying the behavior of the BGP state
machi ne. | nplenentati ons MAY use these nunbers to provide
net wor k managenent information. The exact formof a FSM or
the FSM events are specific to each inplenentation
(Section 8.1.2.4, [RFC4271])

Editors’ note: Section 8.1.2.4 was witten to allow existing
i npl enentations to transition to the new event
nunbering. It was expected over time (3 years)
that the FSM event nunbering would be updated to
t he new nunberi ng

Three vendors answered "N' and one answered "Y" to Question 254
about configurable jitter tinme val ues.

Text: A given BGP speaker MAY apply the same jitter to each of
these quantities regardl ess of the destinations to which
the updates are being sent; that is, jitter need not be
configured on a "per peer" basis. (Section 10, [RFC4271])

Question: |Is the jitter range configurabl e?

2.2. Overview of Differences

This section provides the reader with a shortcut to the points where
the four inplenentations differ

The followi ng questions were not answered "Y' by all four respondents
(Note that the question nunbers correspond to the final digit of
subsecti on nunbers of Section 3):

MJST
97, 106, 107, 111, 122, 125, 138, 141, 213

Hares & Retana I nf or mat i onal [ Page 5]
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2.

3.

SHALL
233, 239

SHALL NOT
228

SHOULD
42, 117, 132, 146, 152, 155, 156, 157, 158, 159, 160, 161, 163,
164, 165, 169, 170, 171, 173, 174, 175, 202, 225, 250, 255, 256

SHOULD NOT
226

MAY
67, 94, 121, 143, 180, 223, 247, 254

O her
236, 238

Li nked Questi ons
212/ 213

Three vendors answered "N' and one answered "Y' to Question 213
about the aggregation of routes. Questions 212 and 213 are
grouped toget her.

Question 212 states: "The decision process MIST either install
both routes or..."

Question 213 states: "Aggregate the two routes and install the
aggregated route, provided that both routes have the sanme val ue
of the NEXT_HOP attribute"

O the four respondents that said "Y' to Question 212, three said
"N' to Question 213. G ven the context of the question, answering
"N' to Question 213 is appropriate.

| mpl enent ati ons and Interoperability

Al catel Gisco Laurel NextHop
Al cat el Y
G sco
Laurel
Next Hop

<< =<<
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2.4. BGP Inplenentation Identification

1.6.0 Al catel
| mpl enent ati on Nane/ Ver si on:
Al catel 7750 BGP Inplenentati on Rel ease 1.3
Date: July 2003
Cont act Nane: Devendra Raut
Contact Emmil: Devendra.raut @ catel.com

1.6.1 G sco

| mpl enent ati on Nane/ Version: Cisco BGP Inplenentation, 12.0(27)S
Contact Nanme: Alvaro Retana

Date: 11/26/2003

1.6.2 Laurel

| mpl enent ati on Nane/ Version: Laurel Networks 3.0
Cont act Nane: Mani sh Vora

Contact Email: vora@ aur el net wor ks. com

Date: 2/1/2004

1. 6.3 Next Hop Technol ogi es
| mpl enent ati on Nane/ Version: Gated NGC 2.0, 2.2
Dat e: January 2004

3. BGP-4 Inplenentation Report

For every itemlisted, the respondents indicated whether their

i npl enent ati on supports the Functionality/Description or not (Y/N)
according to the [ RFC2119] | anguage indicated. Any respondent
comments are included. |f appropriate, the respondents indicated
with "O' the fact that the support is neither Y/N (an alternate
behavior, for exanple). Refer to the appropriate sections in

[ RFC4271] for additional details. Note that the last digit of the
subsection nunber is the nunber of the survey question.

3.0. Summary of Operation / Section 3 [RFC4271]
3.0.1. Base Behavi or

Functionality/ Description: |Is your inplenmentation conpatible
with the base behavior described in this section?

RFC2119: N A

Al catel Y/ N O Comrents:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<
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3.0.2. Local Policy Changes

3. 1.

3.

1.

.1

Functionality/ Description: To allow | ocal policy changes to have
the correct effect without resetting any BGP connections, a BGP
speaker SHOULD either (a) retain the current version of the
routes advertised to it by all of its peers for the duration of
the connection, or (b) make use of the Route Refresh extension

[ RFC2918]

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

Routes: Advertisenment and Storage / Section 3.1 [ RFC4271]
3. Wthdraw Routes from Service

Functionality/ Description: Does your inplenentation support the
t hree nmet hods described in this section?

RFC2119: N A

Al catel Y/ N O Comments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

4. Path Attributes

Functionality/ Description: Added to or nodified before
advertising the route

RFC2119: MNAY

Al catel Y/ N O Comments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<
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3.2. Routing Information Bases / Section 3.2 [ RFC4271]
3.2.5. Routing Information Bases

Functionality/Description: |Is your inplementation conpatible
with the RIB structure described in this section?

RFC2119: N A

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.2.6. Next Hop Resol ution

Functionality/ Description: The next hop for each route in the
Loc-RI B MUST be resol vable via the | ocal BGP speaker’s Routing
Tabl e

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.3. Message Fornmats / Section 4 [ RFC4271]
3.3.7. Message Size

Functional ity/ Description: Does your inplenentation support the
message sizes described in this section?

RFC2119: N A

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<
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3.4. Message Header

3.4.8.

Functionality/ Description:

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.4.9.

Functionality/ Description:

greater

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.4.10.

Functionality/ Description:

BGP-4 | npl enent ati on Report

Mar ker

MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Length

t han 4096

MJST

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

Length

on the nessage type

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

Format / Section 4.1 [ RFC4271]

<=<=<=<

<< =<<

<< =<<

I nf or mat i onal

MJUST be set to all

MUST al ways be at

January 2006

ones

|l east 19 and no

MAY be further constrai ned, depending

[ Page 10]
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3.4

3.5.

3.5

Har es
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.11. Message "Paddi ng"

Functionality/ Description: No "paddi ng" of extra data after the
message is allowed, so the Length field MJST have the small est
val ue required given the rest of the nessage

RFC2119: MJUST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

OPEN Message / Section 4.2 [RFC4A271]
.12. Hold Tiner Calculation

Functionality/ Description: Use the smaller of its configured
Hold Time and the Hold Tinme received in the OPEN nessage

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

.13. Mninmum Hol d Ti ne

Functionality/Description: MJST be either zero or at |east three
seconds

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

& Ret ana I nf or mat i onal [ Page 11]
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3.5.14. Connection Rejection
Functionality/ Description: Based on the Hold Tine
RFC2119: MNAY
Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

Sends notification.

<=<=<<

3.6. UPDATE Message Format / Section 4.3 [ RFC4271]
3.6.15. UPDATE

Functionality/ Description: Sinultaneously advertise a feasible
route and withdraw nultiple unfeasible routes from service

RFC2119: MAY

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:

o<

We have capability to process this
functionality on receiving end but
we don’'t send feasible & unfeasible
si nul t aneousl y.

Laurel Y/ N J Comments: Y

Next Hop Y/ N O Conments: Y

3.6.16. Transitive Bit Setting

Functionality/Description: For well-known attributes, the
Transitive bit MJST be set to 1

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<
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3.6.17.

Functional i ty/ Description:

optional non-transitive attributes the Parti al

to 0

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.6.18.

Functi onal ity/ Description:

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.6.19.

Functional ity/ Description:

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

Parti al

BGP-4 |

Bit Setti

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Attribute Flags Cctet

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Attribute Flags Cctet

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

nmpl enent ati on Report January 2006

ng

For well -known attributes and for
bit MJST be set

<=<=<=<

Sendi ng

Lower-order four bits set to zero

<=<=<=<

Recei vi ng

Lower -order four bits ignored

<=<=<=<

I nf or mat i onal [ Page 13]
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3.6.20. NEXT_HOP

Functionality/ Description: Used as the next hop to the
destinations listed in the NLRI field of the UPDATE nmessage

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.6.21. MULTI_EXIT_D SC

Functionality/ Description: Used by a BGP speaker’s decision
process to discrimnate anong nmultiple entry points to a
nei ghbori ng aut ononobus system

RFC2119: MAY

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.6.22. AGGREGATCR | P Address

Functionality/ Description: Sane address as the one used for the
BGP I dentifier of the speaker

RFC2119: SHOULD

Al catel Y/ N Q Conments: Def aul t behavior. Can be configured
different fromBGP I D

G sco Y/ N O Conmrent s:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=< <
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3. 6.

3. 6.

23. UPDATE nessages that include the sane address prefix in the
W THDRAWN ROUTES and Networ k Layer Reachability Information
fields

Functionality/ Description: UPDATE nessages SHOULD NOT i ncl ude
that information

RFC2119: SHOULD NOT

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

.24. UPDATE nessages that include the sane address prefix in the

W THDRAWN ROUTES and Networ k Layer Reachability Information
fields

Functionality/ Description: The BGP speaker MJST be able to handl e
t hem

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

25. UPDATE nessages that include the sane address prefix in the
W THDRAWN ROUTES and Networ k Layer Reachability Information
fields

Functionality/ Description: Treated as if the W THDRAWN ROUTES
doesn’t contain the address prefix

RFC2119: SHOULD

Al catel Y/ N O Conments: Y W thdrawn routes are processed
before NLRI fields. Hence we get
t he desired behavi or.

G sco Y/ N O Conmrent s:

Laurel Y/ N O Conments:

Next Hop Y/ N O Conment s:

<< =<
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3.7. KEEPALIVE Message Format / Section 4.4 [RFC4271]

3.7.26.

Functi onal ity/ Description:

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.7.27.

Functi onal ity/ Description:

BGP-4 |

MUST NOT

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Tine interval

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.7.28.

Functionality/ Description:

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MAY

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

MJST NOT

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

nmpl enent ati on Report

Maxi mum KEEPALI VE Fr equency

<=<=<=<

KEEPALI VE Messages Rate

<=<=<=<

Negotiated Hold Tinme of O

No KEEPALI VEs sent

<=<=<=<

I nf or mat i onal

January 2006

Not greater than one second

Adj usted as a function of the Hold
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3. 8.

3.

NOTI FI CATI ON Message Fornmat / Section 4.5 [ RFC4271]

3.8.29. NOTI FI CATI ON Message

9.

3.9

3.9.

Functionality/ Description: Does your inplenentation support the
NOTI FI CATI ON Message as described in this section?

RFC2119: N A

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

Path Attributes /Section 5 [ RFC4271]
.30. Path Attributes

Functionality/ Description: Does your inplenentation support the
path attributes as described in this section?

RFC2119: N A

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

31. Well-Known Attributes

Functionality/ Description: Recognized by all BGP inplenmentations
RFC2119: MJST

Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 17]
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3.9.32. Mandatory Attributes

Functionality/Description: Included in every UPDATE nessage t hat
contai ns NLRI

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.9.33/34. Discretionary Attributes
Functionality/ Description: Sent in a particular UPDATE nessage
RFC2119: MAY or MAY NOT
Al catel Y/ N J Conments:
Cisco Y/NQ Conments:

Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.9.35. Well-Known Attributes

Functional ity/ Description: Passed al ong (after proper updating,
i f necessary) to other BGP peers

RFC2119: MJUST

Al catel Y/ N O Comrents:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

Hares & Retana I nf or mat i onal [ Page 18]
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3.9.36. Optional Attributes

Functionality/Description: In addition to well-known

each path MAY contain one or nore optional attributes

RFC2119: MNAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.9.37. Unrecognized Transitive Optional Attributes
Functional ity/ Description: Accepted
RFC2119: SHOULD
Al catel Y/ N J Conments:
Cisco Y/NQ Conments:

Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.9.38. Partial Bit for Unrecognized Transitive Optional

Functionality/Description: Set to 1 if the attribute
and passed to other BGP speakers

RFC2119: MJUST

Al catel YN O Coments: Y
Ci sco Y/ N O Comments: Y
Laurel Y/ NQO Comments: Y
Next Hop Y/ N O Conments: Y
Har es & Ret ana I nf or mat i onal

January 2006

attributes,

Attributes

is accepted
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3.9.39. Unrecogni zed Non-Transitive Optional

Functional i ty/ Description:

to ot her
RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.9.40. New Transitive Optional

Functional ity/ Description:
originator or by any other

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.9.41. Opt

Functional ity/ Description:

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

BGP-4 | npl enent ati on Report

BGP peers

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

ional Attribut

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

<=<=<<

<=<=<=<

es

<=<=<=<

I nf or mat i onal

Attributes

Attributes

January 2006

Quietly ignored and not passed al ong

Attached to the path by the
BGP speaker in the path

Updat ed by BGP speakers in the path
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3.9.42. Path Attributes

Functionality/ Description: Odered in ascendi ng order of
attribute type

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:

O <

Al attributes are ordered in
ascendi ng order except Extended
Community, which is type 16 but we
send it out after community
attribute.

Laurel Y/ N O Conments: Y except for MBGP which is always | ast
Next Hop Y/ N O Conments: Y

3.9.43. Qut of Order Received Path Attributes
Functionality/ Description: Receiver MIST be able to handl e
RFC2119: MJST
Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.9.44. Mandatory Attributes

Functionality/ Description: Present in all exchanges if NLRI are
contai ned in the UPDATE nessage

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 21]
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3.10. ORIG@ N/ Section 5.1.1 [ RFC4271]
3.10.45. ORIAN

Functionality/ Description: Value SHOULD NOT be changed by any
speaker, except the originator

RFC2119: SHOULD NOT

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.11. AS PATH / Section 5.1.2 [RFC4271]
3.11.46. AS_PATH

Functionality/Description: Not nodified when advertising a route
to an internal peer

RFC2119: SHALL NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.11.47. Segnent Overfl ow

Functionality/Description: If the act of prepending will cause
an overflow in the AS PATH segnent, i.e., nore than 255 ASs, it
SHOULD prepend a new segnment of type AS _SEQUENCE and prepend its
own AS nunber to this new segnent

RFC2119: SHOULD

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

Hares & Retana I nf or mat i onal [ Page 22]
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3.

3.11.48. Prepending

12.

Functional ity/ Description: The |ocal system MAY i ncl ude/ prepend
nore than one instance of its own AS nunber in the AS PATH
attribute

RFC2119: MAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

NEXT_HOP / Section 5.1.3 [ RFCA271]

3.12.49. NEXT_HCP

Functionality/ Description: Used as the next hop to the
destinations listed in the UPDATE nessage

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.12.50. NEXT_HCP

Functionality/ Description: Wen sending a nessage to an internal
peer, if the route is not locally originated, the BGP speaker
SHOULD NOT nodi fy the NEXT_HOP attribute, unless it has been
explicitly configured to announce its own |P address as the
NEXT_HOP

RFC2119: SHOULD NOT

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

Hares & Retana I nf or mat i onal [ Page 23]
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3.12.51. NEXT_HOP

Functional ity/ Description: Wien announcing a locally originated
route to an internal peer, the BGP speaker SHOULD use as the
NEXT_HOP the interface address of the router through which the
announced network is reachable for the speaker

RFC2119: SHOULD

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.12.52. NEXT_HCP

Functionality/Description: If the route is directly connected to
the speaker, or the interface address of the router through

whi ch the announced network is reachable for the speaker is the
internal peer’s address, then the BGP speaker SHOULD use for the
NEXT_HOP attribute its own |IP address (the address of the
interface that is used to reach the peer)

RFC2119: SHOULD

Al catel Y/ N O Comrents:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.12.53. "First Party" NEXT_HOP

Functionality/Description: If the external peer to which the
route is being advertised shares a common subnet with one of the
i nterfaces of the announci ng BGP speaker, the speaker MAY use
the | P address associated with such an interface in the NEXT_HOP
attribute

RFC2119: MNAY

Al catel Y/ N O Comments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 24]
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3.12.54. Default NEXT_HOP

Functionality/Description: |P address of the interface that the
speaker uses to establish the BGP connection to peer X

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.12.55. NEXT_HOP Propagation

Functionality/ Description: The speaker MAY be configured to
propagate the NEXT_HOP attribute. |In this case when advertising
a route that the speaker learned fromone of its peers, the
NEXT HOP attribute of the advertised route is exactly the sane
as the NEXT_HOP attribute of the | earned route (the speaker just
doesn’t nodify the NEXT_HOP attribute)

RFC2119: MNAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<0

3.12.56. Third Party NEXT_HOP
Functional ity/ Description: MJST be able to support disabling it
RFC2119: MJST
Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 25]
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3.12.57. NEXT_HOP

Functionality/ Description: A route originated by a BGP speaker
SHALL NOT be advertised to a peer using an address of that peer
as NEXT_HOP

RFC2119: SHALL NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.12.58. NEXT_HOP

Functionality/ Description: A BGP speaker SHALL NOT install a
route with itself as the next hop

RFC2119: SHALL NOT

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.12.59. NEXT_HCOP

Functionality/Description: Used to deternine the actual outbound
interface and i nmedi ate next-hop address that SHOULD be used to
forward transit packets to the associ ated destinations

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

Hares & Retana I nf or mat i onal [ Page 26]
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3.

3.12.60. Resolved NEXT_HOP | P Address

Functionality/Description: If the entry specifies an attached
subnet, but does not specify a next-hop address, then the
address in the NEXT _HOP attribute SHOULD be used as the

i medi at e next-hop address

RFC2119: SHOULD

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.12.61. Resolved NEXT _HOP | P Address

13.

Functionality/Description: If the entry also specifies the
next - hop address, this address SHOULD be used as the inmediate
next - hop address for packet forwarding

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

MULTI _EXIT_DISC/ Section 5.1.4 [RFC4271]

3.13.62. Preferred Metric

Functional ity/ Description: Lowest val ue
RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<
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3.13. 63.

Functional i ty/ Description:
MULTI _EXIT_DI SC attri bute MAY be propagated over

BGP-4 | npl enent ati on Report January 2006

MULTI _EXI T_DI SC

| f t he

| BGP to other

recei ved over EBGP,

BGP speakers within the sane AS

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3. 13. 64.

Functi onal ity/ Description:

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

<=<=<=<

MULTI _EXI T_DI SC

If received froma neighboring AS, it

MUST NOT be propagated to ot her nei ghboring ASes

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3. 13. 65.

Functionality/ Description:

MJST NOT

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

Remove MULTI _EXI T_DI SC

Local configuration nechanismto

renove the attribute froma route

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MJST

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<< =<<
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3. 13. 66.

Functional i ty/ Description:

BGP-4 | npl enent ati on Report January 2006

Remove MULTI _EXI T_DI SC

Done prior to determ ning the degree

of preference of the route and perform ng route sel ection

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.13. 67.

Functional ity/ Description:
configuration) alter the value of the MILTI_EXI T_DI SC
attri bute received over

| ocal

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3. 13. 68.

Functionality/ Description:

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

<=<=<<

MULTI _EXIT DI SC Al teration

An i nmpl enentati on MAY al so (based on
EBGP

MAY
Y/ N O Conmment s:
Y/ N O Conment s:

Y/ N O Conment s:
Y/ N O Conment s:

<=<=<0

MULTI _EXIT DI SC Alteration

Done prior to determ ning the degree

of preference of the route and perform ng route sel ection

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MAY

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<< =<<
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3.14. LOCAL_PREF / Section 5.1.5 [RFC4271]
3.14.69. LOCAL_PREF

Functionality/ Description: Included in all UPDATE nessages that
a given BGP speaker sends to the other internal peers

RFC2119: SHALL

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.14.70. Degree of Preference

Functionality/ Description: Calculated for each external route
based on the locally configured policy, and included when
advertising a route to its internal peers

RFC2119: SHALL

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.14.71. LOCAL_PREF

Functionality/ Description: H gher degree of preference MIST be
preferred

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<
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3.

3.14.72. LOCAL_PREF

Functionality/Description: Not included in UPDATE nessages sent
to external peers, except for the case of BGP Confederations
[ RFC3065]

RFC2119: MJST NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.14.73. LOCAL_PREF

15.

Functionality/ Description: lIgnored if received froman external
peer, except for the case of BGP Confederations [ RFC3065]

RFC2119: MUST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

ATOM C_AGGREGATE / Section 5.1.6 [ RFC4271]

3.15.74. ATOM C_AGGREGATE

Functionality/Description: Included if an aggregate excl udes at
| east sone of the AS nunbers present in the AS PATH of the
routes that are aggregated as a result of dropping the AS SET

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<
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3.

3.15.75. Received ATOM C_AGGREGATE

Functional ity/ Description: BGP speaker SHOULD NOT renove the
attribute fromthe route when propagating it to other speakers

RFC2119: SHOULD NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.15.76. Received ATOM C_AGGREGATE

16.

Functionality/ Description: BGP speaker MJUST NOT nmeke any NLRI of
that route nore specific (as defined in 9.1.4)

RFC2119: MJST NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

AGGREGATOR / Section 5.1.7 [ RFC4271]

3.16.77. AGGREGATOR

Functionality/ Description: Included in updates which are forned
by aggregation (see Section 9.2.2.2)

RFC2119: MNAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<
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3.16. 78.

Functional i ty/ Description:

BGP-4 | npl enent ati on Report

AGGREGATOR

route aggregation

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.16.79.

Functional ity/ Description:

addr ess

RFC21109:

Al cat el
Ci sco

Laur el
Next Hop

3. 16. 80.

Functionality/ Description:

speaker

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

AGGREGATCOR

SHALL

Y/ N O Conment s:

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

SHOULD

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<<

<=<=< <

AGGREGATOR | P Addr ess

<< =<<

I nf or mat i onal

Cont ai n | ocal

Def aul t behavi or.
different fromBGP |ID.

January 2006

Added by the BGP speaker perfornng

AS nunber and | P

Can be configured

The sane as the BGP ldentifier of the
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RFC 4276
3.17. BGP Error
3.17.81. FError Handling

Functi onal ity/ Description:

January 2006

Handling / Section 6 [ RFC4271]

I's your inplenentation conpatible

with the error handling procedures described in this section?

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.17.82.

Functionality/ Description:

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.18. Message

3. 18. 83.

Functional ity/ Description:
nmessage with Error Code Message Header

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

Message Header

N A

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Error Subcode

MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Header Error

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

Zero, if it is not specified

<=<=<=<

Handling / Section 6.1 [ RFC4271]

Errors

I ndi cated by sendi ng the NOTI FlI CATI ON
Error

<=<=<<
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3.18.84. Synchroni zation Error

Functional i ty/ Description:

Connecti on Not Synchronized

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

3.18.85. Message Length

Functional ity/ Description:
Subcode to indicate an incorrect nmessage |ength

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

<=<=<<

<=<=<=<

3.18.86. Bad Message Length

Functional ity/ Description:

erroneous Length field

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

I nf or mat i onal

January 2006

Error Subcode MJUST be set to

Use the Bad Message Length Error

The Data field MJUST contain the
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3.18.87. Type Field

Functionality/Description: If the Type field of the nessage
header is not recogni zed, then the Error Subcode MJST be set to

Bad Message Type
RFC2119: MJST

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:

Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.18.88. Bad Message Type

Functionality/ Description: The Data field MJUST contain the
erroneous Type field

RFC2119: MUST

Al catel Y/ N O Comments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.19. OPEN Message Error Handling / Section 6.2 [RFC4271]
3.19.89. OPEN Message Errors

Functionality/ Description: Indicated by sending the NOTI FI CATI ON
message with Error Code OPEN Message Error

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<
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3.19.90. Version Nunber

Functional i ty/ Description:

BGP-4 | npl enent ati on Report

Not Supported

Unsupported Version Nunber

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.19.91. Unacceptabl e Aut ononous System Fi el d

Functional ity/ Description:
Peer AS

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.19.92. Unacceptable Hold Tine Error Subcode

Functional ity/ Description:

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

<=<=<<

<=<=<=<

OPEN nessage i s unacceptabl e

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

I nf or mat i onal

January 2006

The Error Subcode MJST be set to

The Error Subcode MJST be set to Bad

Used if the Hold Tine field of the
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3.19. 93.

Functional i ty/ Description:

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.19. 94.

Functional ity/ Description:

BGP-4 | npl enent ati on Report

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

proposed Hold Tinme

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.19. 95.

Functional ity/ Description:

MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

Hol d Tinme

val ue MJST be used

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Hol d Ti me Rejection

<=<=<<

Hol d Ti me Rejection

<z <<

I f accepted,

<=<=<=<

I nf or mat i onal

January 2006

Val ues of one or two seconds

An inplenentation may reject any

then the negoti at ed
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3.19. 96.

Functional i ty/ Description:

BGP-4 | npl enent ati on Report

BGP I dentifier

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

3.19.97.

Functional ity/ Description:
Unsupported Optional

RFC21109:

Al cat el
Ci sco
Laur el
Next Hop

3.19. 98.

Functional ity/ Description:

MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

Not Recogni zed Opti onal

MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

(Unspeci fic)

RFC2119:

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<<

<=<zZ=<

Recogni zed but Mal f ormed Opti onal

<<2zZ2<

I nf or mat i onal

Par anet ers

January 2006

Syntactically Incorrect BGP ldentifier

The Error Subcode MJST be set to Bad

The Error Subcode MJST be set to
Paraneters

W may fix this.

Par anmet ers

The Error Subcode MJST be set to O
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3.20. UPDATE Message Error Handling / Section 6.3 [ RFC4271]
3.20.99. UPDATE Message Errors

Functionality/ Description: Indicated by sending the
NOTI FI CATI ON nessage with Error Code UPDATE Message Error

RFC2119: MUST

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.20.100. Too Large

Functionality/Description: If the Wthdrawn Routes Length or
Total Attribute Length is too |large, then the Error Subcode MJUST
be set to Malfornmed Attribute List

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<< =<<

3.20.101. Conflicting Flags

Functionality/Description: If any recognized attribute has
Attribute Flags that conflict with the Attribute Type Code, then
the Error Subcode MJST be set to Attribute Flags Error

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 40]
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3. 20. 102.

Functional i ty/ Description:

erroneo
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

3. 20. 103.

Functional ity/ Description:

BGP-4 | npl enent ati on Report

Conflicting Flags

us attribute

© MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

Conflicting Len

<=<=<<

gth

January 2006

The Data field MJUST contain the

I f any recogni zed attribute has

Attribute Length that conflicts with the expected | ength, then
the Error Subcode MJUST be set to Attribute Length Error

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 104.

Functionality/ Description:

erroneo
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

. MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Conflicting Len

us attribute

. MJUST

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

gth

<< =<<

I nf or mat i onal

The Data field MIUST contain the
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3. 20. 105.

Functional i ty/ Description:

BGP-4 | npl enent ati on Report

M ssing Mandatory Wl | -Known Attributes

M ssing Well-known Attribute

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 106.

Functional ity/ Description:

© MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

<=<=<<

M ssing Mandatory Well-Known Attributes

January 2006

The Error Subcode MJST be set to

The Data field MJUST contain the

Attribute Type Code of the missing well-known attribute

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 107.

Functional ity/ Description:

;. MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Unr ecogni zed Mandatory Wl | -Known Attributes

<=<zZ=<

Unr ecogni zed Wl | -known Attribute

RFC2119

Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

;. MJST

Y/ N O Conment s:
Y/ N O Conment s:

Y/ N O Conment s:
Y/ N O Conment s:

Y
N
Fl ags Error,
correct this soon.
Y
Y

I nf or mat i onal

We plan to fix this in future.

The Error Subcode MJST be set to

We set error subcode to Attribute
but we intend to
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3. 20. 108.

Functional i ty/ Description:
unrecogni zed attribute

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 109.

Functional ity/ Description:

BGP-4 | npl enent ati on Report

Unr ecogni zed Mandatory Wl | -Known Attributes

© MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

Undefined ORI G

<=<=<<

N

Invalid Oigin Attribute

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 110.

Functional ity/ Description:

unr ecog
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

;. MJST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Undefined ORI G

ni zed attribute

. MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<=<

N

<=<=<=<

I nf or mat i onal

January 2006

The Data field MJUST contain the

The Error Sub-code MJST be set to

The Data field MJUST contain the
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3.20.111. Syntactically Incorrect NEXT_ HOP

Functionality/Description: The Error Subcode MJUST be set to
Invalid NEXT _HOP Attribute

RFC2119: MJST

Al catel Y N QO Coments: Y

Cisco Y/ NQ Coments: N Ignores the prefix in case of
marti an nexthop, and in case of
I ength not equal to IPv4
address-1length, we send
NOTI FI CATI ON wi th error subcode
Attribute Length error.

Laurel Y/ N O Comments: Y

Next Hop Y/ N O Conments: Y

3.20.112. Syntactically Incorrect NEXT_ HOP

Functionality/ Description: The Data field MJUST contain the
incorrect attribute

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.20.113. NEXT_HOP Senantic Correctness

Functional ity/ Description: NEXT_HOP is checked for semantic
correctness against the criteria in this section

RFC2119: MJUST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

Hares & Retana I nf or mat i onal [ Page 44]
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3.20.114. NEXT_HOP Senantic Correctness

Functionality/Description: Not be the | P address of the
recei vi ng speaker

RFC2119: MJST NOT

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conment s:
Next Hop Y/ N O Conment s:

<=<=<<

3.20.115. NEXT_HOP Senmntic Correctness

Functionality/Description: In the case of an EBGP where the
sender and receiver are one |IP hop away from each other, either
the I P address in the NEXT_HOP MJUST be the sender’s |P address
(that is used to establish the BGP connection), or the interface
associated with the NEXT_HOP | P address MJUST share a common
subnet with the receiving BG speaker

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.20.116. Semantically Incorrect NEXT_HOP
Functionality/ Description: Error |ogged
RFC2119: SHOULD
Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Hares & Retana I nf or mat i onal [ Page 45]
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3.20.117.
Functio
RFC2119
Al cat el
Ci sco
Laur el
Next Hop

3.20. 118.
Functio
RFC2119
Al cat el
Ci sco
Laur el
Next Hop

3.20. 119.
Functio
RFC2119
Al cat el
Ci sco
Laur el
Next Hop

3.20.120.

Functi o

BGP-4 | npl enent ati on Report January 2006

Semantically I ncorrect NEXT_HOP

nal i ty/ Description: Route Ignored

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<Z2<<<

Semantically I ncorrect NEXT_HOP

nal i ty/ Descri ption: NOTIFI CATI ON not sent

: SHOULD NOT

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<<

Semantically I ncorrect NEXT_HOP

nal i ty/ Descri ption: Connection not closed

: SHOULD NOT

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<=<=<<

Syntactically Incorrect AS PATH

nal ity/ Description: The Error Subcode MJUST be set to

Mal f or mred AS PATH

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

© MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

<=<=<<

I nf or mat i onal [ Page 46]
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3. 20.121.

Functio
from an
| ef t nos
system

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20.122.

Functio
not the

RFC2119
Al cat el
Ci sco

Laur el
Next Hop

3. 20. 123.

Functio
attribu

RFC2119
Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

BGP-4 | npl enent ati on Report January 2006

First Neighbor in AS PATH Check

nality/ Description: |If the UPDATE nessage is received
external peer, the |local system MAY check whet her the

t ASin the AS PATH attribute is equal to the autononmous
nunber of the peer that sent the nessage

. MAY

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

<Z2<<

Fi rst Nei ghbor in AS PATH Check

nality/ Description: If the check determines that this is

case, the Error Subcode MJUST be set to Malfornmed AS PATH
© MUST

Y/ N O Comrents: Y

Y/ N O Corments: Y

Y/ N O Corments: n/a

Y/ N O Corments: Y
Optional Attributes

nal ity/ Description: Value MJST be checked if the

te is recognized
: MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<< =<<

I nf or mat i onal [ Page 47]



RFC 4276 BGP-4 | npl enent ati on Report January 2006

3.20.124. Optional Attribute Error

Functional i ty/ Description:

RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.20.125. Optional Attribute

Functional ity/ Description:

Optional Attribute Error
RFC2119: MJST

Al catel YN O Comments: Y
Ci sco Y/ NN O Comments: N

Laurel Y/ NQO Comments: Y
Next Hop Y/ N O Conments: Y

3.20.126. Optional Attribute

Functional ity/ Description:

attribute
RFC2119: MJST

Al catel Y/ N O Comrents:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

The attribute MJST be discarded

Error

The Error Subcode MJST be set to

What exactly is optional attribute
e.g., If error is flag related, we
send update flag error subcode, if it
is length related, we send update

| ength error subcode. These granul ar
subcodes are better in terns of
debuggi ng than optional attribute
error.

Only optional attribute error that
doesn’'t have a nore specific error,
is the version 3 to version 4 error
for the atom c aggregate. All others
default to nmore specific error codes
i f inplenmentation.

Error

The Data field MJUST contain the

Hares & Retana I nf or mat i onal [ Page 48]
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3. 20. 127.

Functi onal ity/ Description:
once in the UPDATE nessage,

BGP-4 | npl enent ati on Report

Duplicate Attri

but es

to Mal fornmed Attribute List

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 20. 128.

Functionality/ Description:

Invalid
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

3. 20. 129.

Functional ity/ Description:

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

Hares & Retana

. MJST

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

Syntactically I

Net work Field

© MUST

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<< =<<

ncorrect NLRI

<< =<<

Semantically Incorrect NLRI

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

<< =<<

I nf or mat i onal

January 2006

If any attribute appears nore than
then the Error Subcode MJST be set

Field

The Error Subcode MUST be set to

Field

An error SHOULD be | ogged locally
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3.20.130. Semantically Incorrect NLRI Field
Functional i ty/ Description:

RFC2119: SHOULD

Al catel YN O Comments: Y
Ci sco Y/ N O Conments: Y
Laurel Y/ N QO Coments: Y
Next Hop Y/ N O Conments: Y
3.20.131. UPDATE with no NLRI

Functional ity/ Description:
correct path attributes, but no NLRI,
val i d UPDATE nessage

RFC2119: SHALL

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Al cat el
Ci sco
Laur el
Next Hop

<=<=<=<

3.21. NOTI FI CATI ON Message Error

3.21.132. FError in NOTIFI CATI ON Message
Functionality/ Description: Noticed, |ogged |ocally,
to the attention of the administration of the peer

RFC2119: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

Al cat el
Ci sco
Laur el
Next Hop

<=<zZ<

Har es & Ret ana I nf or mat i onal

January 2006

The prefix SHOULD be ignored

An UPDATE nessage that contains
SHALL be treated as a

Handling / Section 6.4 [ RFC4271]

and brought
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3. 22.

Hold Timer Expired Error Handling / Section 6.5 [ RFC4271]

3.22.133. Hold Tinmer Expired

3. 23.

Functionality/Description: |Is your inplementation conpatible
with the error handling procedures described in this section?

RFC2119: N A

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<=<

Finite State Machine Error Handling / Section 6.6 [ RFC4271]

3.23.134. Finite State Machine Errors

3. 24.

Functionality/Description: |Is your inplenmentation conpatible
with the error handling procedures described in this section?

RFC2119: N A

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<<z

Cease / Section 6.7 [ RFC4271]

3.24.135. Cease NOTI FI CATI ON

Functionality/ Description: Used in absence of any fatal errors
if a BGP peer chooses at any given tine to close its BGP
connection

RFC2119: MAY

Al catel Y/ N O Comments:
Ci sco Y/ N O Conment s: We close the TCP session wthout
CEASE NOTI FI CATI ON.

Laurel Y/ N O Conments:

Next Hop Y/ N O Conment s:

<< z<
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3.24.136. Cease NOTI Fl CATI ON
Functionality/Description: Not used for specified fatal errors
RFC2119: MJUST NOT
Al catel Y/ N O Conments:
Cisco Y/NQ Conments:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.24.137. Upper bound on the nunber of address prefixes the speaker
is willing to accept from a nei ghbor

Functional ity/ Description: Support by |ocal configuration
RFC2119: MAY

Al catel Y/ N J Conments:
Cisco Y/NQ Conments:

Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

3.24.138. Upper bound on the nunber of address prefixes the speaker
iswilling to accept from a nei ghbor

Functionality/ Description: |If exceeded and the BGP speaker
decides to ternminate its BG connection, the Cease NOTI FI CATI ON
MJUST be used

RFC2119: MUST

Al catel Y/ N O Comments:
Ci sco Y/ N O Corment s: We don’t send CEASE but we plan to
correct that soon.

Laurel Y/ N O Conments:

Next Hop Y/ N O Conment s:

<< z<

No term nation of peers is supported
We are considering support with the
maxi mum prefix docunment for |ater

rel eases.

Hares & Retana I nf or mat i onal [ Page 52]
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3. 24.139.

Functionality/ Description:

RFC2119
Al cat el
Ci sco
Laur el
Next Hop
3. 25.

3. 25. 140.

Functionality/ Description:

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 25. 141.

Functionality/ Description:

BGP-4 |

nmpl enent ati on Report January 2006

Upper bound on the nunber of address prefixes the speaker
iswilling to accept from a nei ghbor

. MAY

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

Connection Coll

. MJST

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Log locally

<=<=<<

BGP Connection Collision Detection / Section 6.8 [RFC4271]

i sion

One of the connections MJST be cl osed

<=<=<=<

Recei pt of an OPEN Message

The | ocal system MJST exanine all of

its connections that are in the QpenConfirmstate

RFC2119

Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

. MJUST

Y/ N O Comment s:
Y/ N O Conment s:

Y/ N O Conment s:
Y/ N O Comment s:

Y

(0] We detect collision through sonme
other inplenmentation specific way
and resolve by nethod specified in
t he docunent.

Y

Y
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3.25.142. Receipt of an OPEN Message

Functional i ty/ Description:

Exani ne connections in an OpenSent

state if it knows the BGP ldentifier of the peer by neans

out si de of the protocol
RFC2119: MAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

3.26. BGP Version Negotiation / Section 7 [RFC4271]

3.26.143. Version Negotiation

Functionality/ Description:

Multiple attenpts to open a BGP

connection, starting with the highest version nunber each

supports
RFC2119: MAY

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:

oz

Laurel Y/ N QO Comrents: Y
Next Hop Y/ N O Conments: N

3.26.144. Future Versions of

Functional ity/ Description:

and NOTI FI CATI ON nessages
RFC2119: MJST

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Conments:
Next Hop Y/ N O Conment s:

<=<=<<

Supports only version 4

W resolve it through config. If
Config is for version 3, and we get
version 4, OPEN will always fail
Simlarly, if configed (default) is
version 4 and peers configured is 3,
we don’t try to negotiate version 3
unl ess we have configured it.

Supports only version 4.

BGP

MJUST retain the format of the OPEN
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3.27. BCGP Finite State Machine (FSM / Section 8 [ RFC4271]

3.27.145. FSM

Functi onal ity/ Description:
with the conceptual FSM described in this section?

RFC2119: N A

Al catel Y/ N O Comments:
Ci sco Y/ N O Comment s:
Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

3.28. Adnministrative Events /

<=<=<=<

I's your inplenentation conpatible

Section 8.1.2 [ RFC4271]

3.28.146. Optional Session Attribute Settings

Functional ity/ Description:
optional session attributes SHOULD be set at each stage

RFC2119: SHOULD

Al catel Y/ N O Coments:
Ci sco Y/ N O Conment s:

Laurel Y/ N O Conments:
Next Hop Y/ N O Conment s:

o <

3.28.147. Eventl: Mnual Start

Functional ity/ Description:

SHOULD be set to FALSE

RFC2119: SHOULD

Al catel Y/ N O Comrents:
Ci sco Y/ N O Conment s:
Laurel Y/ N QO Comments:
Next Hop Y/ N O Conment s:

<=<=<=<

Each event has an i ndicati on of what

Its rather vague. W have an option
O manual ly starting or stopping
sessions but not an option for all
optional session attributes that are
listed in the docunent.

The followi ng optional attributes
are inplied in this inplenmentation:
1) Automatic start, 2) Automatic
Stop, 3)

The Passi veTcpEstablishment attribute

Hares & Retana I nf or mat i onal [ Page 55]
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3. 28. 148.

Functi onal ity/ Description:

SHOULD
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

3. 28. 149.

Functionality/ Description:

BGP-4 |

Event 3: Aut onat

be set to TRUE

. SHOULD

Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:

Event 3: Aut onat

nmpl enent ati on Report January 2006

icStart

The All owAut omaticStart attri bute

<=<=<=<

icStart

The Passi veTcpEst abl i shnment opti onal

session attribute SHOULD be set to FALSE

RFC2119

Al cat el
Ci sco
Laur el
Next Hop

3. 28. 150.

Functionality/ Description:

FALSE
RFC2119

Al cat el
Ci sco

Laur el
Next Hop

Hares & Retana

: SHOULD

Y/ N O Comment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:

Event 3: Aut onat

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:

Y/ N O Conment s:
Y/ N O Conment s:

<< =<<

icStart

DanpPeer Gsci | | ati ons SHOULD be set to

Don’'t support DanpPeerGscill ations
attribute, so it is always FALSE

<< <<
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3. 28. 151.

Functional i ty/ Description:

SHOULD
RFC2119

Al cat el
Ci sco

Laur el
Next Hop

3. 28. 152.

Functi onal ity/ Description:

SHOULD
RFC2119

Al cat el
Ci sco

Laur el
Next Hop

3. 28. 153.

Functional ity/ Description:

SHOULD
RFC2119

Al cat el
Ci sco
Laur el
Next Hop

BGP-4 | npl enent ati on Report

January 2006

Event 4. Manual Start_with_Passi veTcpEst abl i shnent

be set to TRUE

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:

Y/ N O Comment s:
Y/ N O Conment s:

The Passi veTcpEstablishnment attribute

We wait for sone fixed tinme before
initiating OPEN.

<< <<

Event 4. Manual Start_with_Passi veTcpEst abl i shnent

be set to FALSE

. SHOULD

Y/ N O Conment s:
Y/ N O Comment s:

Y/ N O Conment s:
Y/ N O Conment s:

The DanpPeerGscillations attribute

Don’t support DanpPeerGscill ations
attribute so it is FALSE

o< <<

We don’t support DanpPeerGscil ation
attribute with a setting of off, and
hence Event 4. Future version wll

support Event 4

Event5: AutomaticStart wi th _PassiveTcpEst abli shnent

be set to TRUE

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:
Y/ N O Conment s:

Hares & Retana

The All owAut omaticStart attri bute

<=<=<=<
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3. 28. 154.

Functional i ty/ Description:

SHOULD
RFC2119
Al cat el
Ci sco

Laur el
Next Hop

3. 28. 155.

Functional ity/ Description:

set to
RFC2119

Al cat el
Ci sco

Laur el
Next Hop

3. 28. 156.

Functional ity/ Description:

SHOULD
RFC2119

Al cat el
Ci sco

Laur el

Next Hop

Hares & Retana

BGP-4 | npl enent ati on Report

January 2006

Event5: AutomaticStart wi th _PassiveTcpEst abli shnent

be set to TRUE

: SHOULD

Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Conment s:
Y/ N O Comment s:

The Passi veTcpEstablishnment attribute

<=<=<<

Event5: AutomaticStart wi th _PassiveTcpEst abli s